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Throughout Kansas, local fire departments utillegrtown hoses and nozzles and do not on
standpipe hoses found in buildings. The fire depants train and utilize 1 % inch or lar¢
hoses that are routinely tested. In several sdnafithe Kansas State Fire Marshal has pern
the removal of existing standpipe hoses with thecaaerce of local fire department officia

The Kansas State Fire Marshal emphasizes exitinigsafe evacuation from a building o\
expecting suppression efforts by building occupas do not encourage occupants to stop
fight a fire, nor are we currdg actively enforcing the maintenance and upkeegtandpipe
hoses or employee training on proper use. We lelieaving untrained personnel use
equipment in an emergency may create more hazardfastruction to building occupants, tt
impeding the speedy exiting from the building. Further, once vimled, annual testing
documentation and training are requi

In an actual fire emergency, the local fire deparita will rely on their own engines and ho
to control an incident. A properly loca Class | dry standpipe would be utilized by the Ic
department whereas a Class Il standpipe ma

The chart below details the general requirementstEndpipe classesFor more information ol
this requirement, review the Internanal Building Code, International Fire Cqodend NFPA 1 for the
specific requirements.

NFPA 14 Standpipe Classes

Class Used By Hose/Outlets Min. Pressure  Min. Flow

| Fire Dept & Fire Brigades 2.5in 100psi 500gpm/250 additional
] Building Occupants 1.5 in & 100ft hose 65psi 100gpm total

n Combined | & II All of above Same 500gpm/250 additional

Alternative Design

Where Class Il standpipe systems are required e Ca minimum of a Class | dry standp
system shall be allowed by the KanState Fire Marshal to replace the Class Il sysiEms is
acceptable only if the Class | dry standpipe isgiesd in accordance with either NFPA 14 or
International Building/International Fire Code amguipped with 2 1/2 inch fittings, valves a
piping located as for Class Il standpipes, and ifidleal fire department concu

Background:

Pursuant to the Kansas Fire Prevention Code, thesd&State Fire Marshal adopts the 2!
International Building Code (IBC) as minimum comstionrequirements. Section 104.11 of
IBC-06 permits the acceptance of alternative provisithreg provide equivalent protectiol
NFPA-101 Section B contains similar provisior
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